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CODE FOR 
LIFTING APPLIANCES 
IN A MARINE ENVIRONMENT, 
August 2009 


Notice No. 1 


This Notice contains amendments within the following Sections of the Code for Lifting Appliances in a Marine 
Environment, August 2009. The amendments are effective on the dates shown: 


Chapter Section Effective date 
General Regulations 5 1 March 2010 
3 2,5 Corrigenda 
5 4 Corrigemdum 
9 1 Corrigendum 


The Code for Lifting Appliances in a Marine Environment, August 2009 is to be read in conjunction with this 
Notice No. 1. The status of the Rules is now: 


Code for Lifting Appliances in a Marine Environment Effective date: August 2009 
Notice No. 1 Effective dates: 1 March 2010 & Corrigenda 


General Regulations 


General Regulations 


Effective date 1 March 2010 


5.1 


Section 5 


LR has the power to adopt, and publish as deemed necessary, Rules relating to classification and has (in relation 


thereto) provided the following: 


(a) 


(b) 


Except in the case of a special directive by the Board, no new Regulation or alteration to any existing Regulation relating to 
classification or to class notations is to be applied to existing ships. 

Except in the case of a special directive by the Board, or where changes necessitated by mandatory implementation of 
International Conventions, Codes or Unified Requirements adopted by the International Association of Classification Societies 
are concerned, no new Rule or alteration in any existing Rule is to be applied compulsorily after the date on which the 
contract between the ship builder and shipowner for construction of the ship has been signed, nor within six months of its 
adoption. The date of ‘contract for construction’ of a ship is the date on which the contract to build the ship is signed 
between the prospective shipowner and the ship builder. This date and the construction number (i.e. hull numbers) of all 
the vessels included in the contract are to be declared by the party applying for the assignment of class to a newbuilding. 
The date of ‘contract for construction’ of a series of sister ships, including specified optional ships for which the option is 
ultimately exercised, is the date on which the contract to build the series is signed between the prospective shipowner and 
the ship builder. In this section a ‘series of sister ships’ is a series of ships built to the same approved plans for classifica- 
tion purposes, under a single contract for construction. The optional ships will be considered part of the same series of 
sister ships if the option is exercised not later than 1 year after the contract to build the series was signed. If a contract for 
construction is later amended to include additional ships or additional options, the date of ‘contract for construction’ for 
such ships is the date on which the amendment to the contract is signed between the prospective shipowner and the ship 
builder. The amendment to the contract is to be considered as a ‘new contract’. If a contract for construction is amended 
to change the ship type, the date of ‘contract for construction’ of this modified vessel, or vessels, is the date on which the 
revised contract or new contract is signed between the Owner, or Owners, and the shipbuilder. Where it is desired to use 
existing approved ship or machinery plans for a new contract, written application is to be made to LR. Sister ships may 
have minor design alterations provided that such alterations do not affect matters related to classification, or if the alter- 
ations are subject to classification requirements, these alterations are to comply with the classification requirements in effect 
on the date on which the alterations are contracted between the prospective owner and the ship builder or, in the absence 
of the alteration contract, comply with the classification requirements in effect on the date on which the alterations are 
submitted to LR for approval. 

All reports of survey are to be made by surveyors authorised by members of the LR Group to survey and report (hereinafter 
referred to as 'the Surveyors’) according to the form prescribed, and submitted for the consideration of the Classification 
Committee. 

Information contained in the reports of classification and statutory surveys will be made available to the relevant owner, 
National Administration, Port State Administration, P&I Club, hull underwriter and, if authorised in writing by that owner, to 
any other person or organisation. 

Notwithstanding the general duty of confidentiality owed by LR to its client in accordance with the LR Rules, LR clients 
hereby accept that, LR will participate in the IACS Early Warning System which requires each IACS member to provide its 
fellow IACS members and Associates with relevant technical information on serious hull structural and engineering systems 
failures, as defined in the IACS Early Warning System (but not including any drawings relating to the ship which may be the 
specific property of another party), to enable such useful information to be shared and utilised to facilitate the proper work- 
ing of the IACS Early Warning System LR will provide its client with written details of such information upon sending the 
same to IACS Members and Associates. 

Information relating to the status of classification and statutory surveys and suspensions/withdrawals of class together with 
any associated conditions of class will be made available as required by applicable legislation or court order. 

A Classification Executive consisting of senior members of LR's Classification Department staff shall carry out whatever 
duties that may be within the function of the Classification Committee that the Classification Committee assigns to it. 


Chapter 3 
Cranes and Submersible Lifting Appliances 


CORRIGENDA 


m Section 2 
Shipboard cranes 


2.19 Allowable stress - Compression and bending 
members 

2.21 Slenderness ratio 

(Part only shown) 


2.21.1 The slenderness ratio of compression members is 
given by the general expression in 2.19.3, i.e. 


= ES nL . For members which have constant area 
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and 


Chapters 3 8 5 


Allowable stress - Buckling failure of thin 


2.23 

walled cylinders 
(Part only shown) 
2.23.2 


(a) 
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a Section 5 
5.3 Allowable stresses 
© 
5.3.3 For steel where Y 


For components subject to compression the 
critical buckling stress is given by: 
For ogy! < 0,50, 


Pedestals and foundation 


Su 


> 0,7 the allowable stress is 


to be derived from the following expression: 


Sa 
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Chapter 5 
Lifts and Ramps 


CORRIGENDUM 


a Section 4 
Passenger lifts 


4.5 Load combination 


(Part only shown) 

4.5.1 The lift and its associated mechanism and 

structure are to be considered with respect to design loads 

resulting from the following conditions: 

(a) Case 1. The lift is to be considered with respect to the 
dead load and live load multiplied by the factor, Fg, 
together with the horizontal forces resulting from the 
condition defined in 4.4.1. This is represented by the 
following expression: 


(Lw + Lo) F¿+ Lhi + Lho 


where 
Ly = self-weight 
L. = rated load 
Fs = the dynamic factor due to safety devices operating 


or car striking buffers 
= horizontal force due to roll 
horizontal force due to pitch. 
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0,41F, (0, +0 
0,24F, (0, +0 
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Chapter 9 


Chapter 9 
Testing, Marking and Survey Requirements 


CORRIGENDUM 


El Section 1 


Testing 
1.3 Steel wire rope 
Table 9.1.3 Fext Test length for steel wire ropes 
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